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 RSP-150 Series
Model No. Output DC Adj. Range R&N Effi.

RSP-150-3.3 3.3V, 0~30A 3.14~3.63V 100mV 81.5%

RSP-150-5 5V, 0~30A 4.75~5.5V 100mV 87.0%

 RSP-200 Series
Model No. Output DC Adj. Range R&N Effi.

RSP-200-2.5 2.5V, 0~40A 2.35~2.85V 100mV 79.5%

RSP-200-3.3 3.3V, 0~40A 2.97~3.8V 100mV 81.5%

RSP-200-4 4V, 0~40A 3.7~4.3V 100mV 84.0%

RSP-200-5 5V, 0~40A 4.5~5.5V 150mV 85.5%

 RSP-500 Series
Model No. Output DC Adj. Range R&N Effi.

RSP-500-3.3 3.3V, 0~90A 2.8~3.6V 120mV 81.0%

RSP-500-4 4V, 0~90A 3.6~4.3V 120mV 83.0%

RSP-500-5 5V, 0~90A 4.5~5.5V 150mV 83.0%

 RSP-320 Series
Model No. Output DC Adj. Range R&N Effi.

RSP-320-2.5 2.5V, 0~60A 2.35~2.85V 100mV 75.5%

RSP-320-3.3 3.3V, 0~60A 2.97~3.8V 100mV 79.5%

RSP-320-4 4V, 0~60A 3.7~4.3V 100mV 81.0%

RSP-320-5 5V, 0~60A 4.5~5.5V 150mV 83.0%

 RSP-150 
199x  99x  30mm

 RSP-200 
215x  115x  30mm

 RSP-320 
215x115x  30mm

 RSP-500 
230x  127x  40 .5mm

RSP-150/200/320/500 Series           
150~500W Single Output

•Universal AC input /  Ful l  range
•Low prof i le: 30mm or 40.5mm
•High eff ic iency up to 87%
•Buil t- in act ive PFC function
•Protect ions: Short circuit  /  Overload / Over voltage / Over temp.
•Working temperature(refer to output derat ing curve):-30~+70℃
•Fanless design, cool ing by free air convection (RSP-150/200)
•Forced air cool ing by bui l t- in DC fan (RSP-320/500)

•Remote ON/OFF function (RSP-150 optional;  RSP-500 bui l t- in)
•Optional conformal coating
•LED indicator for power on
•Net weight: 
   0.6kg(RSP-150); 0.72kg(RSP-200); 
   0.9kg(RSP-320); 1.3kg(RSP-500)
•3 years warranty
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 HSP-150 Series

Model No. Output
(Rated/Peak) DC Adj. Range R&N Effi.

HSP-150-2.5 2.5V, 0~30A / 40A 2.35~2.75V 80mV 86%
HSP-150-3.8 3.8V, 0~30A / 40A 3.4~4.2V 100mV 88%
HSP-150-5 5V, 0~30A / 40A 4.5~5.5V 100mV 90%

 HSP-200 Series

Model No. Output DC Adj. Range R&N Effi.

HSP-200-4.2 4.2V, 0~40A 3.6~4.4V 100mV 87%

HSP-200-5 5V, 0~40A 4.5~5.5V 150mV 87%

 HSP-250 Series
Model No. Output DC Adj. Range R&N Effi.

HSP-250-2.5 2.5V, 0~50A 2.3~2.8V 100mV 79%
HSP-250-3.6 3.6V, 0~50A 3.24~3.96V 100mV 83%
HSP-250-5 5V, 0~50A 4.5~5.5V 100mV 87%

 HSP-300 Series
Model No. Output DC Adj. Range R&N Effi.

HSP-300-2.8 2.8V, 0~60A 2.5~3.0V 80mV 77%
HSP-300-4.2 4.2V, 0~60A 3.6~4.4V 100mV 81%
HSP-300-5 5V, 0~60A 4.5~5.5V 100mV 83%

 HDP-240 Series
Model No. Output DC Adj. Range R&N Effi.

HDP-240
3.8V, 0~50A 3.6~4V 100mV

84%
2.8V, 0~27.5A 2.5~3V 100mV

 HSP-200 
210x  62x  31mm

 HSP-250 
199x  105x  41mm

 HSP-300 
210x  81x  31mm

 HDP-240 
215x  115x  36mm

 HSP-150  
220x  62x  32mm

 HDP-190  
215x  115x  36mm

•Universal AC input /  Ful l  range
•Withstand 300VAC surge input for 5 seconds (HSP-150/200/300)
•Low prof i le: 31mm, 32mm, 41mm
•Buil t- in act ive PFC function
•Conformal coating
•Protect ions: 
   Short circuit  /  Overload / Over voltage / Over temp.
•Fanless design, cool ing by free air convection (HSP-150/200/300);

Forced air cool ing by bui l t- in DC fan (HSP-250) 
•Working temperature(refer to output derat ing curve):
  -30~+70℃(HSP-150/200/300); -40~+70℃(HSP-250) 

HSP-150/200/250/300 Series           
150~300W Single Output

•LED indicator for power on
•Buil t- in remote sense function
•High eff ic iency up to 90% 

•HSP-150 output current: 30A without fan, 40A with fan
•Low leakage current:
  <0.4mA(HSP-150); <0.6mA(HSP-250); <1mA(HSP-200/300) 
•Net weight:
   0.61kg(HSP-150); 0.97kg(HSP-250); 
   0.6kg(HSP-200); 0.8kg(HSP-300)
•3 years warranty

HDP-190 / HDP-240 Series   
190W/240W Dual Output
•Universal AC input /  Ful l  range
•Low prof i le: 36mm 
•Buil t- in act ive PFC function
•Conformal coating
•Protect ions: Short circuit  /  Overload / Over voltage / Over temp.
•Working temperature (refer to output derat ing curve): -30~+70℃
•LED indicator for power on
• High eff ic iency up to 86% for HDP-190 and 84% for HDP-240
•Fanless design for HDP-190; Bui l t- in long l i fe fan for HDP-240
•Net weight:0.95kg(HDP-190); 1kg(HDP-240)
•3 years warranty

 HDP-190 Series
Model No. Output DC Adj. Range R&N Effi.

HDP-190
3.8V, 0~40A 3.6~4V 100mV

86%
2.8V, 0~22A 2.5~3V 100mV

UL/CUL/CE pending UL/CUL/CCC/CE pending
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Ultra Low Profile without PFC Function 

 NEL-300/400
215x  115x  30mm

 HSN-300
210x  81x  31mm

 NEL-200  
215x  115x  30mm

 HSN-200  
210x  62x  31mm

NEL-200/300/400 Series    
200~400W Single Output

HSN-200/300 Series   
200W/300W Slim and Single Output

•AC input range: 180~264VAC
•Withstand 300VAC surge input for 5 seconds
•Low Profi le: 30mm
•Economical models
•Conformal coating
•Protect ions: Short circuit  /  Overload / Over voltage / Over temp.
•Working temperature (refer to output derst ing curve):-20~+60℃
•Fanless design, cool ing by free air convection for NEL-200;

Forced air cool ing by bui l t- in DC fan for NEL-300/400
•LED indicator for power on 
•Net weight: 0.75kg(NEL-200); 0.8kg(NEL-300); 0.85kg(NEL-400)
•2 years warranty

•AC input range: 90~132VAC or 180~264VAC
•Low prof i le: 31mm
•Slim and economical models 
•Conformal coating
•Low leakage current: <1mA
•Protect ions: Short circuit  /  Overload / Over voltage / Over temp.
•Working temperature (refer to output derst ing curve):
   -25~+70℃(HSN-200), -20~+70℃(HSN-300)
•Fanless design, cool ing by free air convection
•LED indicator for power on
•Net weight: 0.55kg(HSN-200); 0.7kg(HSN-300)
•2 years warranty 

 NEL-200 Series
Model No. Output DC Adj. Range R&N Effi.

NEL-200-2.8 2.8V, 0~40A 2.5~3.0V 150mV 85%
NEL-200-4.2 4.2V, 0~40A 3.6~4.4V 150mV 87%
NEL-200-5 5V, 0~40A 4.5~5.5V 150mV 87%

 HSN-200 Series
Model No. Output DC Adj. Range R&N Effi.

HSN-200-4.2 4.2V, 0~40A 3.6~4.4V 150mV 87%
HSN-200-5 5V, 0~40A 4.5~5.5V 150mV 88%
     = A or B-Type;  A-Type: 90~132VAC, B-Type: 180~264VAC

 NEL-300 Series
Model No. Output DC Adj. Range R&N Effi.

NEL-300-2.8 2.8V, 0~60A 2.5~3.0V 150mV 81%
NEL-300-4.2 4.2V, 0~60A 3.6~4.4V 150mV 85%
NEL-300-5 5V, 0~60A 4.5~5.5V 150mV 86%

 NEL-400 Series
Model No. Output DC Adj. Range R&N Effi.

NEL-400-2.8 2.8V, 0~80A 2.5~3.0V 150mV 79%
NEL-400-4.2 4.2V, 0~80A 3.6~4.4V 150mV 83%
NEL-400-5 5V, 0~80A 4.5~5.5V 150mV 84%

 HSN-300 Series
Model No. Output DC Adj. Range R&N Effi.

HSN-300-4.2 4.2V, 0~60A 3.6~4.4V 150mV 85%
HSN-300-5 5V, 0~60A 4.5~5.5V 150mV 86%
     = A or B-Type;  A-Type: 90~132VAC, B-Type: 180~264VAC

UL/CUL pending UL/CUL pending

Under
Development


