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1. DESCRIPTION - USE

Enclosure for control and signalling units to associate with a clip and
electrical blocks.

2. RANGE

. References

. LBX0100, LBX0100J, LBX0200, LBX0200J, LBX0300, LBX0400,
LBX0500, LBX10110, LBX10610, LBX10210, LBX12510,
LBX12610, LBX10310, LBX10410, LBX10510, LBX17101,
LBX17102, LBX17201, LBX17202, LBX17301, LBX17302,
LBX15101, LBX15102, LBX15201, LBX15202, LBX15301,
LBX15302, LBX11101, LBX11102, LBX11201, LBX11202,
LBX11301, LBX11302, LBX14201, LBX14202, LBX20120,
LBX30430

. Control stations size 1 to 5 holes
. Size 1 enclosure grey or yellow cover
. Size 2 enclosure grey or yellow cover
. Size 3 enclosure grey cover
. Size 4 enclosure grey cover
. Size 5 enclosure grey cover

. Enclosure for custom assembly

. The enclosure can be assembled with all the 22 diameter heads
except the one piece pilot lights.

. The enclosure can be assembled with all the base mounted
blocks of the range (maxi 3 blocks per hole)

. Possible to front mounting blocks with a 3 position clip

3. MEASUREMENT
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3. MEASUREMENT

Size 2 enclosure

3. MEASUREMENT

Size 5 enclosure
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4. INSTALLATION
—llEr Assembly :

The assembly must be done in order to adapt the antirotation tab
of the head with the slot of the enclosure cover

Head Tab Slot enclosure
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Assembly/removal blocks in enclosure :

158,5

Insert the block onto the base

Fix tab on top position first
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4. INSTALLATION

Removal:

Release block from the base with a screwdriver

Tools :
. Fixing tool LWAQ0234 for tightening the head
. Phillips n°2 head screwdriver

5. TECHNICAL CHARACTERISTICS

Protection Index :
.IP 67
. NEMA 4x, 12, 13

Protection against mechanical impact :
.IK05

Tightening torque for locking ring :
. Recommended 3 N.m.

Tightening torque for enclosure screw :
. Recommended 1,5 Nm

Operating temperature :
. minimum : -25°C maximum : +70°C

Storage temperature:
. minimum : -40°C maximum : +70°C

Cold Test :
. according to IEC 60068-2-1

Dry heat test :
. according to IEC 60068-2-2

Constant humidity test :
. selon IEC 60068-2-30

Packaging :

. By one unit

6. COMPLIANCE AND APPROVALS

Standard compliances:
. IEC 60947-5-1

. IEC 60947-5-5

. IEC 60947-5-4

. UL 508

.CSA 222

. BV Marine rules

Approvals:

. cULus

.BBJ

. Bureau Véritas (Marine rules)
Environmental respect.

. Compliant to the directive 2002/95/CE of 27/01/03 « RoHS »
restricts the use of harzardous substances like lead, mercury,
cadnium, hexavalent chromium, poly brominated diphenils (PBBs)
and poly brominated diphenils ethers (PBDEs) since July 1st 2006

. Compliant to the directives 91/338/CEE of 18/06/91 and decree
94-947 of 27/07/04

. Compliant to the directive 72/23 CEE and 89/339 CEE on the
CE marking

. Compliant to the directive 73/374 CEE (98389 rule of the
15/05/98)

. Compliant to the directive 76/769/CEE concerning hazardous
substances prohibition

UV resistance:
. UV resistance according toUL 746C 6" edition, §25, F1classed

material
Plastic materials :
. Plastic material body halogen free
. Polycarbonate
Metallic material :
. Stainless steel Screw

Packaging:
. Packaging development and manufacturing conform to the
decree 98-638 of 20/07/98 and to the directive 94/62/CE
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